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Abbey Quarter Riverside Gardens - Central / Luminaire parts list

3 Pieces

3 Pieces

18 Pieces

4 Pieces

37 Pieces

Hess 10.00220.6000/8000 LINEA 1500 LED,
2xRAP ME CLM

Article No.: 10.00220.6000/8000

Luminous flux (Luminaire): 4194 Im

Luminous flux (Lamps): 4194 Im

Luminaire Wattage: 72.0 W

Luminaire classification according to CIE: 100
CIE flux code: 31 69 95 100 100

Fitting: 1 x 2xRAP 350-500mA 32-46W 3000K
8056A (Correction Factor 1.000).

Hess 12.01311.2650/3550 RIVA

Article No.: 12.01311.2650/3550

Luminous flux (Luminaire): 4587 Im

Luminous flux (Lamps): 7000 Im

Luminaire Wattage: 85.0 W

Luminaire classification according to CIE: 47
CIE flux code: 10 32 64 47 66

Fitting: 1 x HIT-CE 70W E27 (Correction Factor
1.000).

Hess 12.15201.0 1x TC-D 13W Recessed wall
luminaire CANOS GK TC-D 10/13 W SC |
Article No.: 12.15201.0

Luminous flux (Luminaire): 39 Im

Luminous flux (Lamps): 900 Im

Luminaire Wattage: 17.0 W

Luminaire classification according to CIE: 50
CIE flux code: 02 17 51 50 04

Fitting: 1 x TC-D 13W (Correction Factor 1.000).

Hess 19.10200 Linea LP 8x HP LED, 10W,
4000K

Article No.: 19.10200

Luminous flux (Luminaire): 290 Im
Luminous flux (Lamps): 290 Im

Luminaire Wattage: 10.0 W

Luminaire classification according to CIE: 97
CIE flux code: 08 32 82 97 100

Fitting: 1 x 8 CREE XT-E (Correction Factor
1.000).

Hess AG Form+Licht 10.00220.4500 LINEA 1200

LED, 1xRAP ME CLM

Article No.: 10.00220.4500

Luminous flux (Luminaire): 2097 Im

Luminous flux (Lamps): 2097 Im

Luminaire Wattage: 36.0 W

Luminaire classification according to CIE: 100
CIE flux code: 31 69 95 100 100

Fitting: 1 x RAP 350-500mA 32-46W 3000K
8056A (Correction Factor 1.000).

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.
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Aecom Ltd
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Hess 12.01311.2650/3550 RIVA / Luminaire Data Sheet

See our luminaire catalog for an image of the
luminaire.

Luminaire classification according to CIE: 47
CIE flux code: 10 32 64 47 66

Luminous emittance 1:

1352 150° 165° 180° 165° 150° 135°
64
120° 48 120°
32
105° 105°
90° 90°
75% 75%
60° 60°
45% 30° 152 0° 15° 30° 45°
cd/kim n = 66%
€0'- €180 ——C90'-' €270
Luminous emittance 1:
Glare Evaluation According to UGR
p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction parallel
X Y to lamp axis to lamp axis
2H 2H [ 153 16.3 16.2 17.2 18.5 15.3 16.3 16.2 17:9 18.5
3H [ 186 19.5 19.6 20.5 21.8 18.6 19.5 19.6 20.5 21.8
4H | 20.2 211 21.2 22.0 23.3 20.2 211 21.2 22.0 23.3
6H | 217 225 227 235 248 | 217 225 227 235 248
8H [ 22.4 23.2 234 24.2 25.5 224 23.2 23.4 24.2 25.5
12H | 23.1 23.9 24.1 24.9 26.2 23.1 23.9 24.1 24.9 26.2
4H 2H [ 16.2 17.0 171 18.0 19.3 16.2 17.0 171 18.0 193
3H [ 197 20.4 20.6 214 22.7 19.7 20.4 20.6 21.4 227
4H | 214 22.1 224 231 244 214 22.1 224 23.1 244
6H [ 23.0 23.7 24.0 24.7 26.0 23.0 23.7 24.0 24.7 26.0
8H [ 23.8 244 24.9 254 26.8 23.8 244 24.9 25.4 26.8
12H [ 24.6 25.1 25.6 26.2 27.6 24.6 251 25.6 26.2 27.6
8H 4H | 22.0 22,5 23.0 23.6 24.9 22.0 225 23.0 23.6 249
6H [ 23.9 24.3 24.9 25.4 26.8 23.9 24.3 24.9 25.4 26.8
8H [ 24.8 25.2 25.8 26.3 27.7 24.8 25.2 25.8 26.3 27.7.
12H [ 25.8 26.1 26.8 27.2 28.6 25.8 26.1 26.8 27.2 28.6
12H 4H | 22.1 22.6 23.1 23.6 25.0 22.1 22.6 23.1 23.6 25.0
6H [ 24.1 24.5 25.1 25.6 27.0 24.1 24.5 25.1 25.6 27.0
8H [ 25.1 25.5 26.2 26.6 28.0 25.1 25.5 26.2 26.6 28.0
Variation of the observer position for the luminaire distances S
S=1.0H +0.1 / -0.1 +0.1 / -0.1
S=15H +0.2 / -0.2 +0.2 / -0.2
S =2.0H +04 / -0.4 +04 / -0.4
Standard table BK12 BK12
Correction
Summand 22 22
Corrected Glare Indices referring to 7000im Total Luminous Flux
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Hess 19.10200 Linea LP 8x HP LED, 10W, 4000K / Luminaire Data Sheet

Luminous emittance 1:

See our luminaire catalog for an image of the Tos T
luminaire.
90° 90°
75° 75°
200
60° 60°
300
450 400 450
500
600
30° 152 0° 152 302
cd/kim N =100%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 97 Due to missing symmetry properties, no UGR table
CIE flux code: 08 32 82 97 100 can be displayed for this luminaire.
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Abbey Quarter Riverside Gardens - Central

Aecom Ltd

DIALuX

20.11.2015

Operator

Telephone

Fax

e-Mail

Hess 10.00220.6000/8000 LINEA 1500 LED, 2xRAP ME CLM / Luminaire Data Sheet

See our luminaire catalog for an image of the
luminaire.

Luminous emittance 1:

105°

90°

75°

60°

45°

105°

90°

75°

60°

300

45°

400

500

30° 152 0° 15° 30°

cd/kim N =100%
C0-C180 —C90 - C270

Due to missing symmetry properties, no UGR table

Luminaire classification according to CIE: 100
can be displayed for this luminaire.

CIE flux code: 31 69 95 100 100
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Abbey Quarter Riverside Gardens - Central

Aecom Ltd
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Hess 12.15201.0 1x TC-D 13W Recessed wall luminaire CANOS GK TC-D 10/13W SC 1/

Luminaire Data Sheet

See our luminaire catalog for an image of the
luminaire.

Luminaire classification according to CIE: 50
CIE flux code: 02 17 51 50 04

Recessed wall luminaire CANOS GK

For glare-free illumination, rectangular

Cover and frame made of cast aluminium

With frosted PMMA diffusers

Elec.equip.: 1xG24d-1, TC-D 10/13W

Ingress protection 1P54, protection rating |

Without lamp

Colour: RAL(classic-unicolour)/HESS-DB+Glimmer (to be specified)
Connection: 3 x 2,5 mm? inside the luminaire

Luminous emittance 1:

1352 150° 165° 180° 165° 150° 135%
30
25
120° 20 120°
15
105° 10 105°
90° 90°
759 752
60° 60°
459 30° 159 0° 152 30° 452
cd/kim n=4%
C0-C180 —C90 - C270
Due to missing symmetry properties, no UGR table

can be displayed for this luminaire.
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Abbey Quarter Riverside Gardens - Central D | A I_ ux

20.11.2015

Aecom Ltd Operator
Telephone

Fax
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Hess AG Form+Licht 10.00220.4500 LINEA 1200 LED, 1xRAP ME CLM / Luminaire

Data Sheet
Luminous emittance 1:
See our luminaire catalog for an image of the 1050 1050
luminaire.
90° 90°
75° 75°
60° 60°
300
45° 45°
400
500
30° 152 0° 15° 302
cd/kim N =100%
C0-C180 —C90 - C270
Luminaire classification according to CIE: 100 Due to missing symmetry properties, no UGR table
CIE flux code: 31 69 95 100 100 can be displayed for this luminaire.
il
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Abbey Quarter Riverside Gardens - Central D | A I_ ux

20.11.2015

Aecom Ltd Operator
Telephone

Fax

e-Mail

Abbey Quarter Riverside Gardens - Central / Planning data

Te1448m
, "~ 189.13
81.21 331.00 m
Maintenance factor: 0.80, ULR (Upward Light Ratio): 8.0% Scale 1:3943
Luminaire Parts List
No. | Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [I[m] P [W]
Hess 10.00220.6000/8000 LINEA 1500 LED,
1 3 2xRAP ME CLM (1.000) 4194 4194 72.0
2 3 Hess 12.01311.2650/3550 RIVA (1.000) 4587 7000 85.0
Hess 12.15201.0 1x TC-D 13W Recessed
3 18  wall luminaire CANOS GK TC-D 10/13 W SC 39 900 17.0
| (1.000)
Hess 19.10200 Linea LP 8x HP LED, 10W,
4 4 4000K (1.000) 290 290 10.0
Hess AG Form+Licht 10.00220.4500 LINEA
5 37 1200 LED, 1xRAP ME CLM (1.000) 2097 2097 36.0

Total: 105788 Total: 128531 2149.0
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Abbey Quarter Riverside Gardens - Central

Aecom Ltd

DIALuX

Operator
Telephone

Fax
e-Mail

20.11.2015

Abbey Quarter Riverside Gardens - Central / Luminaire parts list

3 Pieces

3 Pieces

18 Pieces

4 Pieces

37 Pieces

Hess 10.00220.6000/8000 LINEA 1500 LED,
2xRAP ME CLM

Article No.: 10.00220.6000/8000

Luminous flux (Luminaire): 4194 Im

Luminous flux (Lamps): 4194 Im

Luminaire Wattage: 72.0 W

Luminaire classification according to CIE: 100
CIE flux code: 31 69 95 100 100

Fitting: 1 x 2xRAP 350-500mA 32-46W 3000K
8056A (Correction Factor 1.000).

Hess 12.01311.2650/3550 RIVA

Article No.: 12.01311.2650/3550

Luminous flux (Luminaire): 4587 Im

Luminous flux (Lamps): 7000 Im

Luminaire Wattage: 85.0 W

Luminaire classification according to CIE: 47
CIE flux code: 10 32 64 47 66

Fitting: 1 x HIT-CE 70W E27 (Correction Factor
1.000).

Hess 12.15201.0 1x TC-D 13W Recessed wall
luminaire CANOS GK TC-D 10/13 W SC |
Article No.: 12.15201.0

Luminous flux (Luminaire): 39 Im

Luminous flux (Lamps): 900 Im

Luminaire Wattage: 17.0 W

Luminaire classification according to CIE: 50
CIE flux code: 02 17 51 50 04

Fitting: 1 x TC-D 13W (Correction Factor 1.000).

Hess 19.10200 Linea LP 8x HP LED, 10W,
4000K

Article No.: 19.10200

Luminous flux (Luminaire): 290 Im
Luminous flux (Lamps): 290 Im

Luminaire Wattage: 10.0 W

Luminaire classification according to CIE: 97
CIE flux code: 08 32 82 97 100

Fitting: 1 x 8 CREE XT-E (Correction Factor
1.000).

Hess AG Form+Licht 10.00220.4500 LINEA 1200

LED, 1xRAP ME CLM

Article No.: 10.00220.4500

Luminous flux (Luminaire): 2097 Im

Luminous flux (Lamps): 2097 Im

Luminaire Wattage: 36.0 W

Luminaire classification according to CIE: 100
CIE flux code: 31 69 95 100 100

Fitting: 1 x RAP 350-500mA 32-46W 3000K
8056A (Correction Factor 1.000).

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.

See our luminaire
catalog for an image of
the luminaire.
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Abbey Quarter Riverside Gardens - Central

DIALuX

Aecom Ltd Operator
Telephone

Fax

e-Mail

20.11.2015

Abbey Quarter Riverside Gardens - Central / Water / Isolines (E, Perpendicular)

)

' + | —4 'II + |.““.| + : i i i |“" IIII‘ i

0.00 7.36 15.71 26.44 3714 4890 59.05 7318 84.8293.71 112.16

Position of surface in external scene:
Marked point:
(160.621 m, 460.404 m, 0.000 m) P

Grid: 128 x 128 Points

E,, [IX] Ein [IK] E e [IX]
0.14 0.01 3.82

u0
0.042

J12760m

124.04

T119.21

T110.32

1104.03
E 3
99.58

[ 95.91
[ 92.02
88.24

T80.95

T72.85

T63.65

T51.76
T45.92

13989
T34.87

T14.32
Ts8.87

T3.87

70.00

129.41m

Values in Lux, Scale 1 : 998

Emin / Emax
0.002
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Abbey Quarter Riverside Gardens - Central D | A I_ ux

20.11.2015

Aecom Ltd Operator
Telephone

Fax

e-Mail

Abbey Quarter Riverside Gardens - Central / Footpath Section 1/ Greyscale (E,
Perpendicular)

2919 m

27.56
26.43
25.08
23.94
22.81
2157
20.37
19.24
17.91
16.72

§15.58
14.41

i
11.76
1827

Te.68
T5.30

T1.68

7 0.00
[ s e —— e HHHH— i {ettaa-H-H-HH—————]
0.00 359584 8.7711.0113.80 16.77 19.55 22.40 36.81 39.90 4345m

10 15 20 25 30 35 Ix

Scale 1: 311
Position of surface in external scene:
Marked point:
(163.387 m, 481.815 m, 0.000 m)

Grid: 128 x 128 Points

Eav [IX] Emin [IX] Emax [IX] u0 Emin / Emax
23 9.62 36 0.410 0.265
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Abbey Quarter Riverside Gardens - Central D | A I_ ux

20.11.2015

Aecom Ltd Operator

Telephone
Fax
e-Mail

Abbey Quarter Riverside Gardens - Central / Footpath Section 2 / Greyscale (E,

Perpendicular)
T23.11m
T21.23
T20.32
T17.04
T 15.47
T11.34
T9.21
[l 1 1 1 1 1 1 1 i --0'00
0.00 2.79 8.16 10.86 13.02 17.48 20.71 22.70 26.87 m
15 20 25 30 35 Ix
Scale 1:197
Position of surface in external scene:
Marked point:
(161.223 m, 457.398 m, 0.000 m)
Grid: 128 x 128 Points
Eav [IX] Emin [IX] Emax [IX] uo Emin / Emax
23 11 41 0.468 0.269
.
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Abbey Quarter Riverside Gardens - Central

Aecom Ltd Operator
Telephone

Fax

e-Mail

DIALuUX

20.11.2015

Abbey Quarter Riverside Gardens - Central / Footpath Section 3 / Greyscale (E,

Perpendicular)

97.62 m
93.81

89.34

84.64
81.86
78.91

74.84

70.69
67.39

63.35
60.15
57.18
54.48
51.75
49.00

45.60
42.85

3
28.51

T18.89

T13.26

~0.00

[t i SR B ——{
0.00 5.50 10.99 18.54 25.57 32.39 39.46 46.50 64.23 m

Position of surface in external scene:
Marked point:
(183.788 m, 459.426 m, 0.000 m)

Grid: 128 x 128 Points

E,, [IX] Emin [IX] Emax [IX]
26 11 45

Ix

u0
0.419

Scale 1: 764

Emin / Ema\x
0.239
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