JExPLC

O SITE BOUNDARY |

0.5m HATCHING (BUFFER ZONE)

SCHOOL SET-DOWN AREA

COURTESY PEDESTRIAN
DROPPED CROSSING

it

IS
N
N § EXISTING HEDGEROW TO
£xPLC a EXISTING SIGN BREASTED BACK FROM ROADSIDE COURTESY PEDESTRIAN
TO BE REMOVED DROPPED CROSSING
\ i RIVER BARROW &
o e RIVER NORE SAC
= SO o /
————— ?_ qs.;_ > (@) i
'YELLOW HATCHING| g8 - —S— 2 —o S
E)(.P\—C' ; . & 77 ~ — ~
= —r,,,,,,,7%7777*7%% : x ¥
N —O0— Q’l;m/; S P(-P\’C cg
° & Jay 9 0’\;;& — ey
S S B =& . S
I Iy : =~ ;,/,,,%\\/\\
UL;_) 3 B 5\\? \::\71\\
N - o~
'YELLOW HATCHING B ~
oy
SITE BOUNDARY |
SITE BOUNDARY |
4 MATCH
/ / LINE
IS ,
%) pLC )
N ~ Pt . g g
- — — o PLC E
oy @) NN / s /‘LA
(@) —L :
© == = %%”M — h /
AREA OF MARGINAL & A é“—g//;,/ﬁ'("
— ROAD WIDENING " S —
MATCH
PROPOSED LIGHTING COLUMN L/NE
POSITION VARIES BETWEEN BACK OF
FOOTWAY & BACK OF BOUNDARY
\
LEX. VERGE 5.5m MIN e 1.5-1.8m o BOUNDARY
VARIES CARRIAGEWAY FOOTWAY WALL/FENCE/HEDGE
RESIDUAL VERGE
VARIES
TYPICAL ROAD CROSS SECTION
NTS .
E)(()II\S/I-I;IINN(I;[? SII\QAAB\IINNAE\([;ES}EI\ENREBR HEGEND Lzomm INSITU CONCRETE KERB TO TH €C-SCD-01102 T R713/R448 KNOCKTOPHER TO BALLYHALE FOOTPATH
7777777777 PROPOSED CARRIAGEWAY 0-125mm INSITU CONCRETE KERB TO TIl CC-SCD-01102 & 01103
Tionscadal Eireann 7 Ormonde Road, PROPOSED BITUMINOUS FOOTWAY «EX.PLC EXISTING PUBLIC LIGHTING COLUMN
: i - ingTite: PROPOSED LAYOUT (SHEET 1 OF 2
Project Ireland ggﬁ't';'y ROADPLAN Rt A ISTING FIELD ACCESS «Pr. PLC PROPOSED PUBLIC LIGHTING COLUMN Drawing Title ( )
20 O Council C*ONS‘UL'TING Tel +353(0)567795800 —:— 1 x100mm DIA. UPVC PUBLIC LIGHTING DUCT Drawn by: Sheet Si Scale Date:
T . : eet Size: : :
e-mail: info@roadplan.ie EXISTING PROPERTY ACCESS o= =o 1.7m X 0.6m x 221m INFILTRATION TRENCH SOAKAWAY A |MARGINAL ROAD WIDENING AT BRIDGE APPROACHES 07/0120 |MJW |DD |DD BD A1 1:500 Dec '19
PROPOSED GRASS VERGE PRECAST CONCRETE GULLY TO TIl CC-SCD-00510 No. | Revision Date By | ChKd I  wing Number: Revision:
Designed: Checked: Approved: 19101-01-0002 A
0.6-0.8m HIGH PEDESTRIAN GUARDRAIL -—— TIMBER POST & TENSION MESH FENCE TO TIl CC-SCD-00320 BD MJW DD




A
'L/

EXISTING HEDGEROW TO BE
BREASTED BACK FROM ROADSIDE
& PROPOSED FENCE AT BACK OF
PROPOSED FOOTWAY

/

EXISTING CHEVRON SIGN FACE
& POSTS TO BE REMOVED

/ MATCH
/ LINE
A
1S
/) g L
/ . \
I

// BRIDGE PARAPET. PINCH POINT. | /

/
/ / EXISTING BRIDGE PARAPETS]
7 A

(.©
'f"l'h Ly ’/
TR IS AN R
e G R

\

SITE BOUNDARY |

G
g pr.%V 7 / / s/
G L — e A e s P T LR 1 e < N /
< e T S e s g L ""'yt""i'm“"ﬁ""'r’l"rw.% i
e *‘!41'.541,;1,'5.,;“ /4 EXISTING HEDGEROW TO BE
/ — /,,% . 2 e oy BREASTED BACK FROM ROADSIDE
- L e AL T IEG S o T &
T T O O =5 o \/\
o o O (@] =5 =2 . = oy, N O x\\w\
o _ . — — _ — — 77 S o O
:.*?,.v“ :_:.v.u..‘ gzv.g,vv.@ S — S o S & ’\ O
S — fa) nd
X TN
R T K
Beseeetee
S0ege

EXISTING HEDGEROW TO BE
BREASTED BACK FROM ROADSIDE
& FENCE TO BE INSTALLED

EXISTING PUMPING STATION PUMPING
COMBINED SEWAGE TO BALLYHALE
WASTEWATER TREATMENT PLANT

EXISTING HEDGEROW TO
BE REMOVED REPLACED

BETWEEN EXISTING WALL & FIELD
ENTRANCE

WITH PROPOSED FENCE

AREA OF MARGINAL
ROAD WIDENING

'SITE BOUNDARY

EXISTING HEDGEROW TO
BE ROADSIDE BREASTED

EXISTING SIGNS TO BE LOCATED
TO THE BACK OF FOOTWAY

RIVER BARROW &
RIVER NORE SAC

600mm

150mm

TYPE A FILTER MATERIAL
TO CL 505 Tl SPECIFICATION

P =

PROPOSED LIGHTING COLUMN
POSITION VARIES BETWEEN BACK OF
FOOTWAY & BACK OF BOUNDARY

7
Iz

1175mm

TYPE B FILTER MATERIAL
TO CL 505 Tl SPECIFICATION

GEOTEXTILE

300mm DIA. PERFORATED PIPE WITH
PERFORATIONS FACING THE TRENCH BASE

COURTESY PEDESTRIAN

T OO0 00 =7

| 151.8m

——

BOUNDARY

\
|_EX. VERGE 5.5m MIN

VARIES CARRIAGEWAY WALL/FENCE/HEDGE

FOOTWAY

RESIDUAL VERGE
VARIES

TYPICAL ROAD CROSS SECTION

75mm

INFILTRATION TRENCH SOAKAWAY DETAIL
NTS

DROPPED CROSSING

Tionscadal Eireann
Project Ireland

/12040

Kilkenny
County
Council

ROADPLAN

CONSULTING

7 Ormonde Road,
Kilkenny

Tel +353(0)567795800
e-mail: info@roadplan.ie

EXISTING COMBINED SEWER
COMBINED DRAINAGE KERB
PROPOSED CARRIAGEWAY

PROPOSED BITUMINOUS FOOTWAY
EXISTING FIELD ACCESS
EXISTING PROPERTY ACCESS

PROPOSED GRASS VERGE
0.6-0.8m HIGH PEDESTRIAN GUARDRAIL

LEGEND

— 125mm INSITU CONCRETE KERB TO TII CC-SCD-01102

0-125mm INSITU CONCRETE KERB TO TII CC-SCD-01102 & 01103
*EX.PLC EXISTING PUBLIC LIGHTING COLUMN
oPr. PLC PROPOSED PUBLIC LIGHTING COLUMN
—— 1x100mm DIA. UPVC PUBLIC LIGHTING DUCT

o= =o 1.7m x 0.6m X 221m INFILTRATION TRENCH SOAKAWAY

PRECAST CONCRETE GULLY TO TIl CC-SCD-00510
~—— TIMBER POST & TENSION MESH FENCE TO TII CC-SCD-00320

Project Title:

R713/R448 KNOCKTOPHER TO BALLYHALE FOOTPATH

Drawing Title:

PROPOSED LAYOUT (SHEET 2 OF 2)

Drawn by: Sheet Size: Scale: Date:
A |MARGINAL ROAD WIDENING AT BRIDGE APPROACHES 07/01/20 |MJW |DD |DD BD A1 1:500 Dec "19
No. Revision Date By Chk'd | App'd
" Drawing Number:
Designed: Checked: Approved: -01-
BD MJW DD 19101-01-0003 A




