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Kilkenny Bus Stop Enhancement Programme -
Callan & Thomastown MD

7 Ormonde Road,
Kilkenny, R95 N4FE.
Tel:  +353(0)567795800
E-mail:  info@roadplan.ie
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Paved Footpath (Paving slabs and pattern to match existing)

Precast Concrete Special Kerb - Kassel Kerb or similar approved equivalent (160mm upstand)

NOTE

Transition kerb (material to match existing) (75mm - 160mm UPSTAND)

Constant Depth Linear Drainage Channel ACO Multidrain MD M100D 0.0 with 23405DL Heelguard
Ductile Iron D400 Grating installed as per RPSCD/0500/54. Or other Approved
Precast concrete gully to CC-SCD-00510 with trapped outlet and frame to CC-SCD-00512

Half Batter Kerb (material to match existing) (75mm upstand)

Northbound
Stop
136101

Southbound
Stop
351031

Location Map

Existing sign post

Existing bus sign and post to be
removed

Stat
ion

 R
d

R448

Market St

R44
8

150mm diameter gully connector pipe in concrete surround to CC-SCD-00521 Type Z

Connect proposed gully to
existing gully pot

Existing Road Gully
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2 Bay Bus Shelter Half End Panel

EIR & ENET Services are
present in footpath area

ESB Cable

1 x 125mm uPVC
Duct to ESB Specification

Cable Access Chamber
450 x 450mm to
RPSCD/1200/26 with
frame & cover to
RPSCD/1200/27

1. Bus Cage Markings as per RRM030 of the
TSM (Traffic Signs Manual)

2. All electrical work shall be included within
the contractor’s scope of works.

3. Existing services including but not limited to
ESB, Irish Water, Gas Networks Ireland,
EIR and Enet are located within footpaths
and carriageways. The contractor is
responsible for the locating and protection
of these services where necessary.

4. Proposed bus shelter includes integrated
electronic bus stop signage.

100mm wide anti-slip yellow line (ViaLine F210)
applied over UniPrime X250 primer, offset 450mm
from kerb line; broadcast GEM500 anti-slip glass
grain onto wet coating.

Existing chambers

Bus Stop Flag and Pole


	Sheets and Views
	25078-02-0103


