Southbound

Stop
351051
N
Existing ESB line
W |
Northbound
Stop .
14921 [Church of The Assumption|
Connect proposed ACO connector pipe and gully connector
pipe to existing storm water sewer
Existing gully to be
relocated
[Existing public seatingﬁ
Existing Chambers Proposed new gully
Existing tree
Existing bus shelter
I 100mm wide anti-slip yellow line (ViaLine F210)
[Existing lighting column applied over UniPrime X250 primer, offset 450mm
from kerb line; broadcast GEM500 anti-slip glass
\Existing flexible bollards e grain onto wet coating.
VK
\EX|st|ng pedestrian crossing
Eir Services present
RN
Bus Stop Design Details Table Proposed ITM Location Lay-by/Bay/Boarder Shelter Bus Stop Cage Bus Stop Pole Bus Stop Kerhing Bus Stop Paving Additional Kerhing Additional Drainage
P 8 Kerbside Centre of Cage Length Width | Type | Length | Width | Width | Length ITM Location Flag Projection Bus Cage Head Min. Clearance to (mm) Type Height | Length Type Width Length Depth Direction Type Height | Length Type Width Length Depth
Route Name | Stop No. Stop Name Direction Easting Northing m m Side m m m m Easting Northing Offset (m) Back of F tom of Kerh Precast mm m m m mm Precast mm m m m mm
Paving Slabs
KK_BSEP_0018_14921_Callan |Northbound | 641272.6535| 643632.5959 - - - = - 3.0 15.0 641274.4251 | 643637.2939 To Boundary 2.5 450 Special 160 15.5 to match 22 17.5 Northbound ([Transition Kerb (material to match existing) 75-160 2 ACO Multidrain M100D 125 -
existing
Aco connector pipe - 0.5 -
Gully Connector pipe 2.1
LEGEND NOTE rroecTTEe Kjlkenny Bus Stop Enhancement Programme -
B Paved Footpath (Paving slabs and pattern to match existing) ey 030 of the Callan & Thomastown MD
2. Allelectrical work shall be included within ™ g Ti
7 Ormonde Road Bus Stop Flag and Pole ihe contractor's scope of works ) prawing Tl 'K BSEP 0018 14921 C
: : it ontractor's scope of works. allan_DWGO01
Kilkenny County Council ROADPLAN [IESEIY:S s et el b e i) O 2 Exsing s o ot i y i | _0018_ _ _|
Comhairle Chontae Chill Chainnigh Tel: +353(0)567795800 ransition kerb (material to match existing) (75mm - 160mm D) EIR and Enet are located within footpaths
CONSUITING] E-mail: info@roadplan.ie Precast Concrete Special Kerb - Kassel Kerb or similar approved equivalent (160mm upstand) and carriageways. The contractor is > - - - P
. . = Constant Depth Linear Drainage Channel ACO Multidrain MD M100D 0.0 with 23405DL Heelguard responsible for the locating and protection rawn by: Shet Size: Seale: 1:200 | o March '26
Ductile Iron D400 Grating installed as per RPSCD/0500/54. Or other Approved of these services where necessary. Py D: B Chk'd .
N Precast concrete gully to CC-SCD-00510 with trapped outlet and frame to CC-SCD-00512 g°j : Re"'s'°: — ate d A e Drawing Number: Revision:
100mm diameter ACO connector pipe in concrete surround to CC-SCD-00521 Type Z esigned: JRJ Checked: AC | Approved: GF 25078-02-0107 -
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