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General  Notes :

1. No part of this document may be re-produced or transmitted in any 

form or stored in any retrieval system without the written permission of the

Consulting Engineer, David Kelly Partnership, as copyright holder except as

agreed for use on the project for which the document was originally issued.

2. The contractor is responsible for checking all levels and dimensions on

site and shall refer all discrepancies to the Engineer.

3. Only drawings issued for CONSTRUCTION shall be used for

construction purposes.

4. Work to figured dimensions only. Do not scale print.

5. Check size of drawing sheet against dimension marks at bottom left

hand corner of sheet.
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NOTE:

ALL WORKS TO BE TO IRISH WATER

SPECIFICATION AND STANDARD DETAILS

AND AGREED IN ADVANCE OF WORKS

TYPICAL THRUST BLOCK DETAILS

(IRISH WATER REF. STD-W-28)

90° BEND 45° BEND TEE JUNCTION SECTIONAL ELEVATION FOR

BEND OR TEE

COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

CONCRETE ROOF SLAB

C30/37 REINFORCED SLAB

CONCRETE THRUST BLOCK

TO DUCKFOOT BEND

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

C25/30 CONCRETE BASE

OPE TO BE SEALED

USING A SUITABLE MATERIAL
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PLAN

OFF-LINE FIRE HYDRANT DETAIL

(IRISH WATER REF. STD-W-19)

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

FIRE HYDRANT
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COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

CONCRETE ROOF SLAB

C30/37 REINFORCED SLAB

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

EXTENSION SPINDLE

C25/30 CONCRETE BASE

FUSION WELD

STUB FLANGE WITH BACKING RING

DISMANTLING JOINT

CONCRETE SUPPORT

SECTION

FUSION WELD

STUB FLANGE WITH BACKING RING

FLANGED SLUICE VALVE
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215mm THICK 20N BLOCKWORK

TO IS EN 771-3

PLAN

BLOCKWORK SLUICE VALVE CHAMBER DETAIL

(IRISH WATER REF. STD-W-15)
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COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

DOUBLE AIR VALVE

ISOLATING VALVE

D.I. RISER TO SUIT DEPTH OF COVER TO

MAIN & ENABLE ROTATION OF HANDLE (90°

DOWNWARDS) WITH ENOUGH CLEARANCE

TO CONCRETE FLOOR SLAB

C25/30 CONCRETE BASE

FUSION WELD

FUSION WELD

POLYETHYLENE TEE WITH FLANGED

BRANCH OR ELECTRO FUSION SADDLESECTION

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

DOUBLE AIR VALVE
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ON-LINE AIR VALVE DETAIL

(IRISH WATER REF. STD-W-22)
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OFF-LINE AIR VALVE DETAIL

(IRISH WATER REF. STD-W-23)

COVER TO BE SET AS PER

MANUFACTURERS SPECIFICATION

CLASS B ENGINEERING BRICK

SET IN C50/60 MORTAR

215mm THICK 20N BLOCKWORK

TO IS EN 771-3

CONCRETE THRUST BLOCK

TO DUCKFOOT BEND

C25/30 CONCRETE BASE

OPE TO BE SEALED

USING A SUITABLE MATERIAL

DOUBLE AIR VALVE

ISOLATING VALVE
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215mm THICK 20N BLOCKWORK

TO IS EN 771-3
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SECTION

PLAN

PLANNING

16821
P1

18 OCT. '18 RO'S

P1

DO'S

PROPOSED HOUSING SCHEME,

CASTLECOMER ROAD,

KILKENNY.
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