
FRONT ELEVATION

Double fixed glazing applied in
original opening - side entrance
Potential signage in this location

Original hollow concrete blockwork
wall external leaf to be cleaned

Upper original main door panels
to be replaced to glazed elements
(timber currently)

Original timber mullioned windows
to be retained and restored

Wrought iron uprights and flat bar hand rail
replacing current and matching original
(currently at side access to basement)

FFL 43.47 FFL 43.60

FFL 44.10

Roof works include thermal upgrade and re-roofing to match.
They also include repair to the cupola, the pewter,
the central pitched lead-roof, roof-lights and lead valleys,
fascia and all cast-iron rainwater goods.

Original concrete entrance portal

SIDE ELEVATION - NORTH

Original timber mullioned windows

Standing seam dark grey zinc cladding
or similar

Obscure glazing or similar

Wrought iron uprights and flat bar hand rail
replacing current and matching original
(currently at side access to basement)

FFL 43.60 FFL 43.47

Original hollow concrete blockwork
wall external leaf to be cleaned

Original concrete entrance portal

SIDE ELEVATION - SOUTH

Current side access/basement doors
to be relocated to new proposed rear access

Standing seam dark grey
zinc cladding or similar
Vertically fastened frameless glazing
Potential signage in this location

Original timber mullioned windows
to be retained and restored

Wrought iron uprights and flat bar hand rail
replacing current and matching original
(currently at side access to basement)

Original concrete entrance portal

Original timber mullioned windows
to be retained and restored

REAR ELEVATION

Wrought iron uprights and flat bar hand rail
replacing current and matching original
(currently at side access to basement)

Standing seam dark grey zinc cladding
or similar

Vertically fastened frameless glazing

Original timber mullioned windows

Steel frame structure wheelchair
accessible ramp to rear access (slope 1:20)

Original concrete façade plinth

Original timber mullioned windows
to be retained and restored

FFL 43.60
FFL 44.05 FFL 44.10

Standing seam dark grey
zinc cladding or similar

Roof works include thermal upgrade and re-roofing to match.
They also include repair to the cupola, the pewter,
the central pitched lead-roof, roof-lights and lead valleys,
fascia and all cast-iron rainwater goods.

Original hollow concrete blockwork
wall external leaf to be cleaned
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