
TOPSOIL AND SEEDING

25mm SAND/PEA SHINGLE

GRASSGUARD 160 OR SIMILAR
APPROVED GRASS REINFORCEMENT
SYSTEM

ALL EDGES TO BE KERBED

GRASSGUARD DRAINAGE SYSTEM
SCALE 1:10

150mm UGM Ac GRANULAR MATERIAL
SUB-BASE COMPACTED IN LAYERS IN
ACCORDANCE WITH CLAUSE 802 OF
THE TII SPECIFICATION FOR
ROADWORKS

285mm MAX CAPPING LAYER TO CLASS
6F2 OF THE TII SPECIFICATION FOR
ROAD WORKS
(TO BE CONFIRMED BASED ON  SITE
INVESTIGATION)

THRACE TG3030S GEOGRID ON
THRACE PB1000 GEOTEXTILE

115mm LAYER TO CLASS 6F2 OF THE
TII SPECIFICATION FOR ROAD WORKS

THRACE TG3030S GEOGRID

NOTE:
PLATE BEARING TESTS REQUIRED AT
5m CENTERS ON FORMATION LEVEL -
RESULTS TO BE SUBMITTED TO THE
ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO PLACEMENT OF GEOGRID -
GEOGRID MAY BE REMOVED BASED ON
RESULTS OF PLATE BEARING TESTS

EXISTING PAVEMENTSUB
BASE

1500

NEW CONSTRUCTION
OVERLAY

WEARING COURSE
BINDER COURSE

BASE COURSE

500

1000

NOTE 100°C HOT BITUMEN BINDER 50 PEN OR COLD
THIOTROPIC BITUMEN 50-70 PEN TO BE APPLIED TO
ALL VERTICAL CUTS IN ACCORDANCE WITH BS 594
PRIOR TO THE APPLICATION OF BITUMEN MACADAM.
JOINTS TO BE SEALED WITH HOT BITUMEN. THE
BITUMEN SEALANT SHALL NOT EXCEED 3mm DEPTH
AND A WIDTH OF 40mm.

TRANSITION DETAIL - EXISTING TO PROPOSED MACADAM ROAD
SCALE 1:20

150mm GRANULAR MATERIAL TYPE B SUB-BASE TO CLAUSE 804 OF THE NRA SPECIFICATION FOR ROADWORKS

60mm BINDER COURSE ASPHALT CONCRETE (DBM) TO CL 906 OF NRA SPECIFICATION (20mm CHIP)

100mm BASE COURSE ASPHALT CONCRETE (DBM) TO CL 906 OF THE NRA SPECIFICATION (32mm CHIP)

ROAD BUILD-UP

PLATE BEARING TESTS REQUIRED AT 5m
CENTERS ON FORMATION LEVEL - RESULTS TO
BE SUBMITTED TO THE ENGINEER FOR REVIEW
AND APPROVAL PRIOR TO PLACEMENT OF
GEOGRID

45mm WEARING COURSE ASPHALT CONCRETE (DBM) TO CL 912 OF NRA SPECIFICATION (14mm CHIP)

450mm GRANULAR MATERIAL 6F2 TO TABLE 6/1 OF THE NRA SPECIFICATION FOR ROAD WORKS

TENSAR TRIAX 170G COMPOSITE GEOGRID-GEOTEXTILE OR APPROVED EQUIVALENT

SELECTED FILL MATERIAL (IF REQUIRED) TO TABLE 6 / 1 CLASS 1A OF THE NRA
SPECIFICATION FOR ROAD WORKS

SCALE 1:20

PAVING BUILD-UP (PEDESTRIAN AREAS)

400mm GRANULAR MATERIAL TYPE B SUB-BASE TO CLAUSE
808 COMPACTED IN LAYERS IN ACCORDANCE WITH CLAUSE
802 OF THE NRA SPECIFICATION FOR ROADWORKS

GEOTEXTILE TO CL 609 OF THE NRA SPECIFICATION FOR
ROAD WORKS

SELECTED FILL MATERIAL (IF REQUIRED) TO TABLE 6 / 1
CLASS 1A OF THE NRA SPECIFICATION FOR ROAD WORKS

SCALE ; 1:20

PLATE BEARING TESTS REQUIRED AT 10m CENTERS
ON FORMATION LEVEL - RESULTS TO BE SUBMITTED
TO THE ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO PLACEMENT OF GRANULAR MATERIAL

PAVING TO ARCHITECTS DETAIL

50mm SHARP SAND

475

15
0

FLUSH KERB DETAIL
SCALE 1:20

FLUSH KERB TO ARCITECTS DETAIL

IN-SITU CONCRETE MIX ST 4

ADDITIONAL CONCRETE FOR
KERBS AND KERB BLOCKS
WHERE REQUIRED.

PAVEMENT AS SPECIFIED

45mm PMSMA (POLYMER MODIFIED STONE MASTIC ASPHALT)
SURFACE COURSE TO CLAUSE 942 OF NRA SPECIFICATION FOR
ROADWORKS (10mm NOMINAL SIZE AGGREGATE)

150mm GRANULAR MATERIAL TYPE B SUB-BASE TO CLAUSE
804 COMPACTED IN LAYERS IN ACCORDANCE WITH CLAUSE 802
OF THE NRA SPECIFICATION FOR ROADWORKS

600mm CAPPING LAYER , MATERIAL TO CLASS
6F2 TO TABLE 6/1 OF THE NRA SPECIFICATION
FOR ROADWORKS

THE CONTRACTOR SHALL CARRY OUT PLATE BEARING
TESTS AT 15m GRID ALONG ALL ROADS &
CARPARKING BAYS WITHIN THE SITE AT A DEPTH OF
870mm BELOW PROPOSED FINISHED GROUND LEVEL
TO ESTABLISH THE CBR%.
450mm x 450mm PLATE BEARING TESTS TO BE
CARRIED OUT. THE CONTRACTOR SHALL SUBMIT CBR
RESULTS TO ENGINEER FOR REVIEW PRIOR TO
PROCUREMENT OF CAPPING LAYER.

NOTE: BUILD UP DETAILS SUITABLE
FOR LOCATIONS WHERE CBR TEST
RESULTS = 2% OR GREATER

70mm DENSE ASPHALT CONCRETE BINDER COURSE TO
CLAUSE 906 OF NRA SPECIFICATION
(20mm NOMINAL SIZE AGGREGATE)

SELECTED GRANULAR FILL TO CLASS
6C OF TABLE 6/1 OF THE NRA
SPECIFICATION FOR ROADWORKS

PAVING TO ARCHITECTS DETAIL
50mm DRY SAND/CEMENT (3:1 RATIO)

150mm GRANULAR MATERIAL TYPE B SUB-BASE TO CLAUSE
804 OF THE NRA SPECIFICATION FOR ROADWORKS

150mm CONCRETE MIX ST3 WITH BOTTOM LAYER
OF A252 MESH SAW CUT JOINTS @ 6m C/C MAX.

TYPE 1 PAVEMENT
SCALE 1:20

PAVING TO ARCHITECTS DETAIL
50mm SHARP SAND

TYPE 3 PAVEMENT
(TRAFFICKED AREAS)

TYPE 2 PAVEMENT
(NON-TRAFFICKED AREAS)
SCALE 1:20

THE CONTRACTOR SHALL CARRY OUT PLATE BEARING TESTS AT 15m GRID
ALONG ALL ROADS & CARPARKING BAYS WITHIN THE SITE AT A DEPTH OF
870mm BELOW PROPOSED FINISHED GROUND LEVEL TO ESTABLISH THE CBR%.
450mm x 450mm PLATE BEARING TESTS TO BE CARRIED OUT. THE
CONTRACTOR SHALL SUBMIT CBR RESULTS TO ENGINEER FOR REVIEW PRIOR
TO PROCUREMENT OF CAPPING LAYER.

600mm CAPPING LAYER , MATERIAL TO
CLASS 6F2 TO TABLE 6/1 OF THE NRA
SPECIFICATION FOR ROADWORKS 600mm CAPPING LAYER , MATERIAL TO CLASS 6F2 TO TABLE

6/1 OF THE NRA SPECIFICATION FOR ROADWORKS

SELECTED GRANULAR FILL TO CLASS
6C OF TABLE 6/1 OF THE NRA
SPECIFICATION FOR ROADWORKS

SELECTED GRANULAR FILL TO CLASS
6C OF TABLE 6/1 OF THE NRA
SPECIFICATION FOR ROADWORKS

AS AN ALTERNATIVE TO DEWATERING DEEP EXCAVATIONS BELOW THE WATER TABLE NRA CLASS 6A
FILL MATERIAL CAN BE USED AS FILL BELOW STANDING WATER TABLE IN LIEU OF CLASS 6C

150mm GRANULAR MATERIAL TYPE B SUB-BASE TO CLAUSE
804 COMPACTED IN LAYERS IN ACCORDANCE WITH CLAUSE 802
OF THE NRA SPECIFICATION FOR ROADWORKS

THE CONTRACTOR SHALL CARRY OUT PLATE BEARING TESTS AT 15m GRID
ALONG ALL ROADS & CARPARKING BAYS WITHIN THE SITE AT A DEPTH OF
1000mm BELOW PROPOSED FINISHED GROUND LEVEL TO ESTABLISH THE CBR%.
450mm x 450mm PLATE BEARING TESTS TO BE CARRIED OUT. THE
CONTRACTOR SHALL SUBMIT CBR RESULTS TO ENGINEER FOR REVIEW PRIOR
TO PROCUREMENT OF CAPPING LAYER.
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