












40
00

30
00

29
50

22
75

8.60

5.10

 

ISSUE DATES

A.

06.03.26

B.

C.

E.

F.

G.

     

     

      

ADDRESS: CLOVER CENTRE, CHRISTENDOM, FERRYBANK

CLIENT: KILKENNY COUNTY COUNCIL

COMMUNITY BUILDING
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PART 8 DEVELOPMENT
STATUS OF DRAWING

DO NOT SCALE FROM THIS DRAWING. ALL DIMENSIONS TO BE TAKEN FROM ARCHITECT'S
DRAWINGS. DISCREPANCIES TO BE REFERRED TO THE ARCHITECTS FOR CLARIFICATION. THE

COPYRIGHT OF THIS DRAWING IS VESTED IN THE ARCHITECTS. THIS DRAWING MAY NOT BE
COPIED OR REPRODUCED WITHOUT WRITTEN CONSENT.
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PROPOSED - WEST ELEVATION & SECTION PP.06

1:150

02. Proposed - West Elevation Scale - 1:150

Proposed West Elevation & Section

00. Proposed - Ground Floor Key Plan Scale - 1:350
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01. Proposed - Section A-A Scale - 1:150

00. Proposed - Conceptual CGI - View of Interior Changing Room
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Multipurpose open area for congregation/stretching/flexible use.

Bike Parking Area

Planted area with ferns and crocosmia/mombretia.

Finish to be painted render with a fluted texture

Security Palisade fencing with viburnum tinus hedge.

Gate and block wall finished in painted render with fluted texture

Roof to extend over entrance 

Vario Velux Rooflights - Remote and Manually Controlled Opening

Flat Roof Construction 

Painted Metal doors to Public Accessible WC's

Painted Metal Entrance Doors with Glazed Panels

Horizontal band finished in concrete

Bird Boxes

Internal Windows to provide cross ventilation through building

Shrub Planters with Tree to Landscape Architects specifications.

Shrub planting to Landscape Architects specifications.

Crataegus monogyna hedge to Landscape Architects specifications.

Mown Grass

Rooflight Above

Glazing - Important note: All glazing and 

doors to have internal shuttering installed 

for security purposes.
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